
Soil compactors



The spacious operator platform
features plenty of legroom, 
a high level of ergonomics 
and great visibility for 
operator comfort.
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For optimum compaction performance, no matter what the 
terrain, rely on Wacker Neuson compact single drum soil 
compactors. With 54” and 66” drum widths, these machines 
offer fantastic maneuverability, gradeability, and stability. 

RC50, RC70

RC50 RC50p

Max. operating weight        lb (kg)
12,560  
(5,710)

12,190  
(5,530)

Drum width                         in (mm) 53.9 (50) 53.9 (50)

Engine output                     hp (kW) 73.2 (54.6) 73.2 (54.6)

Type of drum Smooth  
drum*

Padfoot 
drum**

* For the compaction or non-cohesive or slightly cohesive ground, such as sand or gravel
** For the compaction of cohesive, less load-bearing and moist ground, such as clay

Master up to a 60% gradient: 
thanks to a powerful drive system and padfoot drum.

Compaction through vibration: 
RC50, RC50p, RC70 and RC70p.



RC70 RC70p

Max. operating weight               lb (kg)   16,710  
(7,580)

15,260  
(6,920)

Drum width                                      in (mm) 66.1 (70) 66.1 (70)

Engine output                            hp (kW) 73.2 (54.6) 73.2 (54.6)

Type of drum Smooth  
drum*

Padfoot 
drum**
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All rollers sold in North America 
come standard with beacon. Cab 
models include air conditioning.

* For the compaction or non-cohesive or slightly cohesive ground, such as sand or gravel
** For the compaction of cohesive, less load-bearing and moist ground, such as clay

The RC50 and RC70 deliver:

• Good all-around visibility, thanks to the compact dimensions
•  A three-point articulated pendulum joint: for even weight distribution and consistent 
    compaction, even when navigating curves and in uneven ground conditions
•  Ergonomic benefits, including less vibration during use for greater operator comfort
•  Quick and easy maintenance with all access points located on one side of the machine
•  Excellent traction in a variety of conditions, enhancing productivity and safety 
•  Numerous configurations and options, including cab with air conditioning, canopy with ROPS, 
    work lights, push blade and much more.
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RC50 RC50p RC70 RC70p 

UNITS

Max. operating weight lb (kg) 12,560 (5,710) 12,190 (5,530) 16,710 (7,580) 15,260 (6,920)

Operating weight with ROPS and 
canopy (CECE)

lb (kg) 10,750 (4,875) 11,010 (4,995) 14,070 (6,380) 13,780 (6,250)

Max. operating width in (mm) 54 (1,370) 54 (1,370) 66 (1,680) 66 (1,680)

Lateral clearance left/right in (mm) 2.6/2.6 (65/65) 2.6/2.6 (65/65) 3.1/2.8 (80/70) 3.1/2.8 (80/70)

Turning radius (inside) in (mm) 132.9 (3,375) 132.9 (3,375) 130.3 (3,310) 130.3 (3,310)

Type of drum smooth padfoot smooth padfoot

Drum thickness front in (mm) 0.79 (20) 0.59 (15) 0.98 (25) 0.59 (15)

Padfoot quantity # – 60 – 84

Height of padfeet in (mm) – 3.1 (80) – 3.1 (80)

Front area of padfaeet in² (mm²) – 6.90 (113) – 6.90 (113)

Gradeability with/without vibration % 55 / 60 55 / 60 55 / 60 55 / 60

Tire size in rear TR 12.4-24 8 PR TR 12.4-24 8 PR AW 14.9-24 8 TL TR 14.9-24 8 TL

Speed, working gear mph (km/hr) 0 - 3.7 (0 - 6.0) 1 - 3.7 (0 - 6.0) 0 - 3.7 (0 - 6.0) 1 - 3.7 (0 - 6.0)

Speed, transport gear mph (km/hr) 1 - 7.8 (0 - 12.5) 2 - 7.8 (0 - 12.5) 1 - 7.8 (0 - 12.5) 2 - 7.8 (0 - 12.5)

Vibration frequency, front (I/II) vpm (hz) 1,800 (30) 1,800 (30) 1,800 (30) / 2,520 (42) 1,800 (30)

Amplitude, front (I/II) in (mm) 0.061 (1.55) 0.057 (1.45) 0.07 (1.71) / 0.03 (0.66) 0.070 (1.79)

Centrifugal force, front (I/II) lbs (kN) 15,512 (69) 15,512 (69) 28,100 (125)/21,350 (95) 28,100 (125)

Steering angle +/- ° 31 31 31 31

Oscillation angle +/- ° 10 10 10 10

Engine Kubota diesel engine V3307-CR-T

Power output (ISO 143996) hp (kW) 73.2 (54.6) 73.2 (54.6) 73.2 (54.6) 73.2 (54.6)

Fuel tank capacity gal (l) 32.5 (123) 32.5 (123) 32.5 (123) 32.5 (123)

Infinitely variable speed mph (km/hr) 0 - 7.8 (0 - 12.5) 0 - 7.8 (0 - 12.5) 0 - 7.8 (0 - 12.5) 0 - 7.8 (0 - 12.5)

Gradeability with/without vibrators % 55 / 60 55 / 60 55 / 60 55 / 60

Centrifugal force, front I/II lbf (kN) 15,510 (69) 15,510 (69) 28,100/21,360 (125/95) 28,100 (125)
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Technical data

Why choose Wacker Neuson?  
Success in any industry requires long hours, hard work and the right tools. 
At Wacker Neuson, we offer the machines you need, complemented by 
service and support that goes beyond expectations. No matter what your 
challenge, we are a single-source for reliable solutions.

Explanation of nomenclature:
RC5O = Roller with smooth drum 
RC50p = Roller with padfoot drum

Right to make technical amendments reserved.

Visit our website for complete technical specifications.


